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FOREWORD
The activities described herein, conducted by Life Systems, Inc., were
performed under NASA Contract NAS2-7057. J. N. Carlson conducted the
evaluation of the palladium-silver approach to N 2/H2 separation.
J. D. Powell designed the test facility electronic controls and instru-
mentation. J. W. Shumar was responsible for the program's product
assurance. The program's technicians were J. C. Bronikowski, G. A. Little,
N. S. Sasso, J. J. Palagyi, M. L. Kruszynski and R. A. Clark. Clerical
work was completed by C.'A. Lucas. The overall Program Manager was R. D.
Marshall.
The Contract Technical Monitor was P. D. Quattrone, Chief, Environmental
Control Research Branch, NASA Ames Research Center, Moffett Field,
California.
The evaluation of alternate N /H separation techniques was conducted with
the assistance of Dr. R. J. A 7dlei and K. Kacholia at Case Western Reserve
University, Cleveland, Ohio.	 `.
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SUMKARY
A program was successfully completed to evaluate an electrochemical nitrogen/
1	 hydrogen (N /H2 ) separator for use in a spacecraft nitrogen (N 2 ) generator.
t	 for comparison purposes, a literature survey to evaluate alternate separation
techniques was conducted. Based on the technical data obtained a N /H sep-
arator subsystem consisting of an organic polymer gas permeator first stage
and an electrochemical second and third stage was estimated to hage the lowest
total spared equivalent weight, 257 kg (S66 lb), for a 7 . 88 x 10 - kg/s (1S lb/
day) N 2
 generation rate,
An analysis of the end - item application defined the N 2 generator subsystem
and established the design criteria and subsystem specifications used to
evaluate the N /H2 separation techniques. A pre-design analysis of the
electrochemica7i N /H separator revealed that its use as a first stage result-
ed in too high a power requirement to be competitive with the organic polymer
membrane and the palladium- silver membrane separation methods. As a result,
program emphasis was placed on evaluating the electrochemical second- and
third-stage designs for subsequent integration with a nonelectrochemical first
stage.
A parametric test program characterized cell performance and established
second- and third-stage electrochemical N 2 /H separator operating conditions.
A design verification test was completed on the second and third stages.
The second stage was then successfully endurance tested for 200 hours.
*y
	Testing was conducted using a test facility having the necessary electronic
controls and instrumentation to regulate and monitor separator performance.
The completed literature survey identified eight alternate N /H separation
techniques. Of the alternate techniques evaluated, N /H separation based on
heated palladium -silver diffusion tubes had an estimaied 2total spared system
equivalent weight of 317 kg (698 lb) for comparison to the lower equivalent
weight polymer-electrochemical separator.
INTRODUCTION
In spacecraft operation it is necessary to replace cabin air lost through
cabin leakage and compartment depressurizations. Although the lost gas is
principally a mixture of oxygen (02 ) and nitrogen (N2 ) 1 the make-up gas need
s	 not be stored as 0 and N2 . The N component of air can be stored as non-
cryogenic liquid h^drazine (N Ii) 76r liquid ammonia (NH3) and catalytically
	
- °	 dissociated to yield a mixture 9f N 2 and hydrogen (H ). The N /H mixture
can then be separated by a variety of methods to yie 7ld the make-up N 2 and a
supply of H 2
 for use in other regenerative life support subsystems.
The objective of this program was to evaluate an electrochemical N2/H2
separator for comparison with other N2/H separation methods. The program
was divided into four tasks whose specific objectives were to:
	
',	 1
hdl,,
0,Cilt Systelms, An
r
1. Conduct an analysis of th31 end-item application to establish design
criteria, detailed subsy61em specifications and operating environment,
and to perform the initial pre-cell design analysis with the results
to serve as the basis for subsequent designs.
2. Design, fabricate, assemble and test a single cell electrochemical
N /H separator to establish the baseline operating conditions for
tie second and third stages of an electrochemical N 2/H2 separator.
3. Design, fabricate, assemble and test two modules representing the
second and third stages of a N 2/H2 separator.
4. Conduct a comparison study of alternate methods of N /H separation
to determine the optimum method for separating pure R 2 from a N2/H2
mixture.
The objectives of the program tasks were met and the design recommendations
for a N /II separator for use in a nominal 7.88 x 10 5
 kg/s (15 lb/day) N
generator ere prepared. The following sections summarize the results of the
program.
END ITEM APPLICATION ANALYSIS
An end item application analysis was completed to define
1. the N2 Generator Subsystem,
2. the N /H separator design requirements for use in the N2
Generhoi Subsystem, and
3. the design evaluation criteria for evaluating N 2/H2 separation
techniques.
N2 Generator Subsystem
For long -term space missions a nominal 7.88 x 10 -5 kg/s (15 lb/day) N2 gen-
erator will be required to make up for losses resulting from cabin leakage
and depressurizations.
The N Generation Subsystem shown in Figure 1 is based on N H as the storable
form 9f N . Liquid N H at room temperature is fed into ( ^t^2 fissoci,ator where
it is catalytically Jahed in two consecutive reactions (T:
2N2H4 "—^  2NH3 + H2 + N2
2NH3	N2 + 3H2
1 All re erences are cited at the end of the report,
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The N /H2 mixture containing traces of unreacted N H and Nil s leaves the dis-
sociaior at approximately 800K (980F) and is coole 2d in a heat exchanger before
entering the N /H separator. The amount of cooling required depends on the
operating tempgraiure of the N /H separator. The separated N and 11 product
streams are then brought to rogm temperature for storage or lj4. If the sep-
arator operates at :oom temrerature to 322K (120F) no cooling of the product
streams is required.
Ammonia could be substituted for N H4 yielding more H per weight of N but
the Nil dissociation process is moie complicated and hquires temperatures
above 1033K (1400F).
Design Requirements
The design requirements for integrating the N2/H2 separator into a N 2 Generator
Subsystem are detailed in Table 1.
Design Evaluation Criteria
Various methods are available for separating N 2/H mixtures. The optimum
approach for future NASA Manned Flight Programs rbquires the selection of a
cost-effective method, i.e., one which considers development time; and available
funds.
Table 2 lists the quantitative, semi-quantitative and qualitative design eval-
uation criteria subsequently used to evaluate the various methods of N2/H2
separation considered during the program.
ELECTROCHEMICAL SEPARATION OF N2/H2
An analytical study of the electrochemical separation of N 2 /H2 mixtures was
completed to
1. define the electrochemical H removal process, 	 qr
2. prepare a preliminary design and total equivalent weight estimate,
and
3. analyze methods for meeting power, heat removal, and humidification 	 .,
requirements.
1
Process Description
1
Pure H2 is separated from a N 2 /H2 mixture in a cell consisting of two porous 	 l
metal electrodes separated by an electrolyte solution of aqueous potassium
hydroxide (KOH). The electrolyte is held in an absorbent porous material which 	 f
prevents the solution from leaking through the electrodes. Compartments adja-
cent to the electrodes provide passageways for distributing the N 2/H2
 mixture
and for collecting the separated H2.
4
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X77,
p^
S ^
	
'Or Systems, INC.
TABLE 1 DESIGN REQUIREMENTS
N2/H2 Feed
Source Cracked N21i4
N2 Flow 7.88 x 10
-5 
kg/s	 (15 lb/day)
H2 Flow 1.12 x 10-5 kg/s	 (2.14 lb/day)
Temperature 294-800K (70-980F)
Pressure 6.21-10.3 x 10 5 N/m2 	(90-150 psia)
Impurities <1% NH3 and < l% N2114
N2 Product
Delivery Rate 7.88 x 10 -5 kg/s	 (15 lb/day)
Composition < 0.1% H2
Temperature 294K (70F)
Pressure '> 5.86  x 105 N/m2 (85 psia)
H2 Product
Delivery Rate 1.12 x 10 -5 kg/s	 (2.14 lb/day)
Composition < 5% N 2 impurities
Temperature 294K (70F)
Pressure > 1.72 x 105 N/m2 (25 psia)
5
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TABLE 2 DESIGN EVALUATION CRITERIA (a)
antitative Criteria
1. Basic, system launch weight.
2. Basic system launch volume.
3. System power requirements.
4. Expendable weight (logistic costs).
S. Expendable volume.
6. Spares weight.
7. Spares volume.
8. Heat rejection.
9. Resupply weight (expendables and spares).
Semiouantitative Criteria
1. Development cost (nonrecurring).
2. Interface sensitivity.
3. Amount of instrumentation (control/monitoring;.
4. Crew time for maintenance.
S. Number of major subsystem components.
Qualitative Criteria
1. Relative development risk (available for flight by 1978).
2. Noise level.
3. Growth potential.
4. Conformance to 5-year operating life.
S. Flexibility to change in mission requirements.
6. Tolerance to maximum (12-month) quiescent operation.
(a) These criteria assume that all methods considered have already passed the
test based on ability to perform the function in a manner not hazardous
to crew or equipment.
6
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The N2 /H mixture is fed into the anode compartment of the cell. When a DC
power supply is connected to the cell electrodes, theHZ within the gaseous
mixture reacts with hydroxyl ions (OH-) within the elec rolyte to form water
(1120) and electrons. The equation for the anode half cell reaction is:
H2 + 20H
_ 
—0 2H20 + 2e
_
,l.
The H 0 released at the anode remains in the electrolyte and the electrons
travel from the anode to the cathode through the external circuit containing
the power supply.
At the cathode the electrons react with H 2O forming H2 and OH	 The equation
for the cathode half cell reaction is:
211 20 + 2e -	 * H2 + 20H
The OH migrate from the cathode to the anode under the electromotive force
provided by the power supply for reaction with more H2.
The H2 -depleted N 2/H stream at the anode and the H2 generated at the cathode
exit ehrough the exhiust manifolds of the cell. The process continues as long
as H and power are provided, and cell moisture balance is maintained within
limns.
Current Required
According to Faraday ' s Law of Electrolysis, the quantity of H 2 consumed from
the gaseous mixture and released in the cathode compartment is directly propor-
tional to the current (electrons) allowed to flow through the cell. The output
of a unit can be expressed by the equation:
W = 1.04 x 10 - 8(I)(N)
where:	 ;.. +R
W = H2 output, kg/s
1`.
I	 current, A
N number of series connected cells in the unit
The current required to remove all the 0.97 k_§ (2.14 lb) of H2 obtained from
the decomposition of N 2 H4 to yield 7.88 x 10 kg N2/s (15 lb N2 /day) corres-
ponds to 1077 A.
4	
Power Required
When the electrochemical N /H2 separator is put on load, each electrode polar-
^	 izes thereby increasing ce11 voltage. The power required by the separator
^j
7
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can be expressed by the equation:
P = (E) (I) (N)
where:
P = power required, W
E = cell voltage, V
I = current, A
N = number of series connected cells in the stack
The power required to remove 0.97 kg (2.14 lb) of H2 at a cell voltage of 0.40
V is 430.8 W.
Preliminary Design Analysis
Table 3 presents an equivalent weight estimate of a three-stage electrochemical
N2 /H22 separator based on N H as the storable form of N2 . The high equivalent
weigh penalty associated Mh the first stage is indicated. As a result,
the first stage separator was replaced with a nonelectrochemical process iden-
tified during the studies of alternate separation techniques (see page 30).
The second- and third - stage electrochemical N 2/H separators, however, were
retained because of their attractive equivalent Lights.
Power Requirements
A study was made to determine if the high power equivalent weight penalty asso-
ciated with the first -stage electrochemical N /H separator could be minimized
using unregulated spacecraft power or power c^cling.
Re elated Versus Unre elated Power. None of the stages of an electrochemical
N2 H separator integrate w th the available unregulated power supplies. The	 "MYrrA""'%
low ?oltage and high current density of each stage would require an excessive
number of cells (> 100) to integrate with the low weight penalty unregulated
112 VDC, 56 VDC or 28 VDC power.
Continuous Versus Sunlit SideOnly Operation. The electrochemical N 2/H2 sep-
arator s compatible wi th power cycl ng, sunlit side operation only. The second
and third stages of the electrochemical N /H separator, however, can be oper-
ated continuously because of their small xielitive power requirements (Table
1	 3).
Heat Removal
t
All the power required to drive the electrochemical N 2/H separator is dis-
f:	 sipated as heat. Any heat removal technique applicable io spacecraft can be
4
8
iI{
Zile SIOSIMI8, A&C.
y
^I
^qI
~
p^^ r 3 n I" e ^ a
!I F .M i~'. d V m M N
f V N
fp0
N N
1
; M H Y N
J
^	 ^
.r N N
cQ 2	 r ..n n
fY
N
^.. n In n
N ^ „ a. v .^+ v
N
^'^ y ry M M
a In
F V Y
v
m
^>exW O a v ry
y
N
z zO
LU
(/^ M
W N
•
7i4
Tn W N N 1^^ 
^y y ql N °s6
o N^ Z YI N M w IU
a
OI o a aS$I
v^
J
. J
`S
v v v
N
Y
v
M^. _
P	 ^
^IIM ti N n ^ F.
F
i
p N N
Y
J	 Y timNM N Y
^ W W N
•A-1 n d W
^ M `^ O N
y \ ® UN
O a bC b N
M •y q ^ bq O '! 'Y M
u e O
p M m O M
$
p 
^ ^ c w
pp ~ O M
O Y M ^ QU S N d
q ^i v v v
9
I
,Cili SySIMS, INC.
used. The second- and third-stagd separators have only a small heat removal
requirement (Table 3).
Humidification Requirements	 j
The concentration of the electrolyte inside an electrochemical cell is a
direct function of the operating temperature. To maintain the concentration
at a fixed level, the moisture content of the gas streams must be balanced
such that there is no net transfer of H2O into or out of the separator.
The N /H feed gas initially contains no moisture. The product gases leaving
the separators, however, do. Make-up H 2O, therefore, must be added to the feed
gases to maintain the cell's electrolyte concentration.
The following techniques were identified to minimize gas humidification require-
ments:
1. Start with hydrated or partially hydrated N 2 H 4 (N2H4 • H20) instead of
anhydrous N2H4.
2. Pass the N /H mixture through a H2O humidifier prior to entering
the electr28chdmical separator.
3. Operate at elevated pressures.
4. Operate at room temperature.
S. Operate at higher electrolyte concentrations.
6. Mix some hydroxylamine (NH 2OH) with the N 2 H 4 prior to dissociation.
7. Use a lower H2-bearing compound instead of N2H4.
Techniques 1, 2 and 6 could be used to eliminate the need for humidification.
HARDWARE DESCRIPTION
The hardware designed, fabricated and used in the experimental characterization
of an electrochemical N 2/H2 separator consisted of
1. the test facility capable of testing single cells and multicell
modules, and having the capability of breadboarding a second- and
}	 third-stage electrochemical separator,
2. the single cell used for the parametric characterization test
program, and
3. the scaled-up module cell used in the second and third stage design
verification and endurance test programs.
10
r:
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Test Facility
The test stand used in the N /H separator testing is shown in Figure 2. Pure
N 2 and H can be continuously mixed in the desired ratio by regulating the
feed pressure and flow of the pure gases as shown in the system flow schematic,
Figure 3. The N /H mixture is then humidified in a saturator tank before
entering the eleitr3chemical separator. The exiting gas streams from the sep-
arator are dehumidified in a condenser and vented.
Pressure Control. The H 2 delivery pressure is controlled by the backpressure
regulator onthe H vent stream. The N delivery pressure is controlled with
respect to the Hdelivery pressure usi gg a differential pressure regulator,
a Nsignal stream and a backpressure regulator on the N vent stream. The
differential pressure regulator is referenced to the H, 2delivery pressure
which in turn controls the signal pressure to the N backpressure regulator.
As the H delivery pressure changes, the signal pressure to the N backpressure
regulatoi changes to maintain a set differential pressure. The differentia
pressure control alaows the N 2 pressure to be maintained between -1.03 x 10
N/m and +0.90 x 10 N/m (15 psid and +13 psid) with respect to the H2
pressure.
Tem^arature Control. The cell, the humidifier temperature and the N /H feed
mixture temperature are individually controlled to maintain cell ope at
temperature and moisture balance. The operating temperature of the separator
is controlled by blowing ambient air over the external fin portion of the cell
current collectors. The humidifier temperature is controlled by a heater and
a coolant coil which are part of the saturator tank. The N /H2 feed mixture
temperature is controlled by heating tape which is wrapped iroan d the N2/H2
feed lines.
Power Su 1	 The stand is equipped with a power supply that allows the
electroc emical separator to be run at either constant current (0-66 A, ad-
justable) or constant voltage (0-20 V, adjustable).
7	 Instrumentation. The stand provides for measuring individual cell voltages,
current, N2 and H2 flows, temperatures and pressures. In addition, the systemis protected by four adjustable ;shutdown modes. They are
1. excessive differential pressure,
2. excessive operating temperature,
1	 3. excessive operating pressure, and
4. excessive individual cell voltage (from 1 to 4 cells).
When a shutdown mode occurs, the N 2 and H2 feed gas streams and power supply
are shut off automatically.
11
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Laborator Breadboard Features. The test facility is capable of, breadboarding
Me  secon an t r stages or an electrochemical N 2 /H2 separator.
The breadboard controls allow the second stage to operate at constant current
while the third stage is controlled at constant voltage. Pressure and tempera-
ture controls are the same as in single-stage operation.
Single Cell Design
Figures 4 and 5 are the schematic and photograph of the single cell used in
the Parametric Test Program.
The N2 /H2 feed is manifolded through the anode frame into the anode cavity
where it is dispersed over the electrode surface by the gas cavity spacer.
The H is then electrochemically removed and the H -depleted N stream is
exhausted from the cell through the anode frame. Rt the cathode, H is uni-
formly generated at the electrode surface and exhausts the cell through the
cathode frame.
The single-cell characteristics and materials of construction are given in
Table 4.
Module Cell Design
Figures 6 and 7 are the schematic and photograph of the module cell used in
testing the second- and third-stage electrochemical N 2/H separator. The
design allows for manifolding of the gases similar to thit in the single-cell
design. Since the second stage consists of three cells, the module cell design
allows several cells to be stacked together. Not shown in the schematic is
the insulation plate and endplate at each end of the cell stack. The electrical
connections of the second-stage module are somewhat different from that of
a single cell. The anode of the first cell and the cathode of the last cell
are connected to the power supply and the current passes directly through the
cell stack without external electrical connections.
The module-cell characteristics and materials of construction are given in
Table 4.
TEST PROGRAM
The test program was divided into four areas:
1. Calibration Tests
2. Single-Cell Parametric Tests
Effect of Temperature
Effect of N2 • H Feed Ratios
Effect of Pressure
14
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Effect of Differential Pressure
Effect of Trace Contaminants 	 s.
3. Second -Stage Tests
i,
Shakedown Test
Design Verification Test 	
1Endurance Test
4. Third-Stage Tests
Shakedown Test
Design Verification Test
Calibration Tests
Product Assurance specified that calibration tests be carried out on all, test
facility parameter-monitoring equipment; flowmeters, pressure gages, ammeters,
voltmeters and pressure transducers. These calibrations were completed.
In addition, the shutdown set-point controls were calibrated based on simulat-
ing levels at the sensor.
Single Cell Parametric Test Program
The parametric test program was successfully completed. Table 5 summarizes
the range over which the parameters tested were varied.
Performance Measurements. The performance of an electrochemical N 2/H sepa-
rator is escri e y the electrical efficiency and the H 2 removal efficiency.
The electrical efficiency of the separator is reflected by the cell voltage.
Since the cell requires electrical power to perform the separation, a low cell
voltage reflects a high electrical efficiency. The H removal efficiency i	 K
reflected by the maximum current density (i ) at which the cell operates. ^a)
The i	 at which the cell can operate dete'RNes the amount of H that can
be Affed by the cell. The higher i 	 for a given H2 concentration and feed
rate, the better the H2 removal efficTIAcy.
Effect of Te erature. Figure 8 shows the effect of temperature on cell per-
formance or 32 K an 361K (130F and 190F).	 As expected, the electrical
efficiency and H2
 removal efficiency increased with increased temperature.
It should be noted that as cell operating temperature increases the humidifica-
tion requirements of the cell also increases.
a As current density increases cell voltage increases. At some current
density the cell voltage will rise sharply, indicating that there is in-
sufficient H2
 available to maintain the current.
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Effect of N H Feed Ratios. Figure 9 shows the effect of N :H 2 feed ratios
on cal per'^orsate orati.os of 1:3, 1:2.1, 1:1.3, 1:0.5, i:0.1 and pure
H	 As the ratio of N to H2 decreased (i.e., greater amounts of H 2 ) both
electrical efficiency ind H2 removal efficiency increased.
Effect of Pressure. Figure 10 shows ghe effect of operating pressure on cell
performance or am ient and 6.21 x 10 N/m (90 psia). As the cell operating
pressure increased, both the electrical and H 2 removal efficiency increased.
The higher pressure has a secondary advantage; it reduces the humidification
requirements,
Effect of Differential Pressure. Figure 11 shows the effect of differential 3
pressure on cell ser a2 ante for N to H 2 differential pressures of -6.9 x 10
N/m to +207 x 10 N/m (-1 to +3 isid). As the N to H2 differential pres-
sure increased, the electrical and H 2 removal effi ienciio; increased. It
should be noted that as the absolute operating pressure of the cell increases,
the effect of N 2-H2 differential pressure decreases.
Trace Contaminant Testin . The full-sized module cell (as opposed to the sin-
gle cell use in tie otiar parametric tests) was selected to determine the
effect of trace contaminants of 1% N 2H and 1% N11 in the feed gas mixture on
the actual cell materials that would bg used in tfie second and third stages
of the separator. The voltage versus time curves for the two tests are shown
in Figures 12 and 13. Trace quantities of N H 4 and NH3 had little effect on
separator performance. In the N 2Hd test, t e voltage remained constant over
the test period. The rise in voIt&ge over the first hour or so is characteris-
tic of electrochemical cells of this type and was observed even when trace
N H or NH was not present. When NH was added to the feed gas, the voltage
incieased lightly during the test pehod but not enough to indicate NH 3 elec-
trode poisoning.
Baseline Operatin g Conditions. Based on the results of the Single-Cell Parar
metrc Test rogram, t e asaline operating conditions for tbg second and third
stage electrochemical N 2/H2 separator for use in a 7.88 x 30 kg/s (15 lb/day
N2 generator detailed in Table 6.
Second Stage Testing
A three-cell module representing the second stage of an electrochemical N /H2
separator was tested to insure the stage met the design specifications estab-
lished through the Parametric Test Program (Table 6) The test program in-
cluded a shakedown test, a design verification test and a 200 hour endurance
test.
Shakedown Testin . During the shakedown testing it was found that the module
wool ngt of anode to cathode differential pressures greater than 1.38 x
	
T•^	 10 N/m (2 psid). The problem was solved by the insertion of ethylene propy-
lene gaskets between each electrode frame and the electrolyte matrix to prevent
	
j	 gases from leaking around the edge of the matrix.
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Doe__si	 yeerification Testin . Figure 14 shows the individual cell voltages
o	 second stage Module as a function of time for baseline operating cog .
-ditions. The second stage was run at a constant current density, 144 mA/cm
(134 ASP) and the voltage of each cell was lower than the design voltage of
0.37 V.
Endurance Testing. The endurance test consisted of running the second stage
mo ule continuously without shutdown for 200 hours at baseline operating
conditions. Figure 15 shows the individual cell voltages as a function of time.
During the testing two out-of-balance moisture conditions were made to occur
(approximately 35 and 150 hours into the testing) causing cell voltage to
rise. The first moisture imbalance corresponded to dry conditions, i.e.,
H 0 was removed from the electrolyte causing the electrolyte concentration
to increase. The second imbalance corresponded to wet conditions, i.e., H,,O
was deposited in the electrolyte causing the electrolyte concentration to`
decrease. As a result, the moisture tolerance of the module was established
to be the dew point above the electrolyte t1K (t2F).
Third Stage Testing
A single-cell module was tested representing the third stage of an electrochem-
ical N2/H2 separator. The test program included a shakedown test and a 60
hour design verification test.
Shakedown Testing. During the shakedown test the third stage performed its
unman properly.  As a result no changes were made to the module design.
D;egsi_,n Y ification Test_inB Figure 16 shows cell current as a function of.
time for baselines a operating conditions. The third stage was run at a constant
voltage (1.00 V) and the current was allowed to vary causing the corresponding
change in the amount of H removed. The decrease in cell current at 12 hours
corresponded to a decrease in the H flow that was added to the N stream by
the test facility to simulate the N 2/H feed to the third stage. 2The current
increased when the H2 flow was retuKe 7d to the design level.
ALTERNATE TECHNIQUES FOR N 2/H2 SEPARATION
The separation of gaseous N and H mixtures can be accomplished by a variety
of processes which take advantage of the difference in any specific property
exhibited by either the N or the H 2 . Such properties include vapor pressure,
solubility, affinity to aosorption, diffusion coefficients, molecular weight,
density and chemical reactivity. Based on a literature survey, the following
methods of separating N 2/H2
 mixtures were identified:
1. Heated palladium-silver membranes.
2. Organic polymer membranes.
3. Cryogenic separation.
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4. Removal by a H 2 reaction.
S. Selective adsorption by a solid.
6. Gas centrifuge.
7. H2 removal as a hydride,
8. Parametric Pumping.
Heated Palladium-Silver Membrane (3)
An alloy of 75% palladium (Pd) and 25% silver (Ag) can absorb as much as 800
to 900 times its own volume of H under certain temperature and pressure cones
2
ditions. In addition, H is very 2mobile within the alloy so that it can travel
from one surface of the membrane to the other under the driving force of a
H2 partial pjesstre difference. The diffusivity of H2 thriggh the Pd/Ag alloy
is 6.2 x 10 cm Is at 644K (700F) and less than 2 . 6 R 10	 cm Is for all
other substances diffusing through Pd /Ag. The very high selectivity of Pd/Ag
for H2 allows a highly efficient separation of H 2 from other gases.
Diffusion Unit. The Pd /Ag membrane can be formed into thin tubes which are
supported on t e inside by a stainless steel wire helix. By closing the mem-
brane tubes at one end and matching the other ends to a manifold, a Pd /Ag dif-
fusion unit r•:;kembling a small shell and tube heat exchanger is formed. The
Pd/Ag diffusion unit is shown in Figure 17.
Operation. Figure 18 is the N /H separator subsystem schematic based on the
AF T  diffusion unit. The diffgsign unit consists of two stages with the gases
manifolded internally by baffles, The N2 /H feed mixture esters the diffusion
unit in the shell side of the first stage ai 1.03 x 10 N /m (150 psia) and
644K (700F). Hydrogen diffuses into the tubes under a H partial pressure
driving force and is collected at 1.72 x 10 N/m (25 psia) for use. no H -
depleted mixture from the shell side of the first stage enters the shell si7de
of the second stage. The remaining H2 diffuses into the tubes of the second
stage and is vented to space vacuum. The purified N from the shell side of
the second stage, containing less than 0.1% H2 , is dilivered at approximately
the same pressure as the N 2/H2 feed.
System Advantages.
1. The quality of separation attainable with the Pd/Ag diffusion unit is
exceptionally good. The recovered H., contains less than 10 ppb im-
purities because of the great difference in relative permeation
rates of N2 and H2 through the membrane.
2. The Pd/Ag diffusion unit is capablelbf operating efficiently over a
broad operating temperature range, 589K to 700K (600F to 800F). The
system, therefore, does not require precise temperature regulation.
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3. The reliability characteristics of the Pd/Ag diffusion unit are
similar to those of a shell and tube heat exchanger. All parts of
the diffusion unit are either welded or sweated in place and, there-
fore, have a very high reliability factor.
4. The Pd/Ag membrane and other parts of the diffusion unit, which are
in contact with the N 2/H feed stream, are insensitive to trace quan-
tities of NH3 and N H4 which are present in the dissociation of
N H . Also, since ed is a catalyst for the dissociation of NH and
N 2H4, the Pd/Ag diffusion unit itself serves to dissociate some of
tie NH3 and N 2 H 4 present in the N2 /H2 feed.
5. Because of the extrem4ly high H2 permeab32 1ity of the Pd/Ag membrane,
only 1059 and 1310 cm (1.14 and 1.41 ft ) of diffusion surface area
are required in the first and second stages, respectively, to meet the
design requirements of 7.88 x 10 - kg/s (15 lb/day) of N2 . The dif-
fusion unit would weigh only 3.6-4.1 kg (8-9 lb).
System Disadvantages.
1. The Pd/Ag diffusion unit must operate at elevated temperatures result-
ing in higher heat losses, higher stress on valves, pressure sensors,
etc., and a loss of H through the metal container holding the Pd/Ag
diffusion tubes (H 2 is slightly permeable in other metals at elevated
temperatures).
2. Cyclic operation of the diffusion unit decreases the reliability of
the welded and sweated joints and hence decreases the overall reli-
ability of the diffusion unit.
3. The driving force in the diffusion unit is the difference in H
partial pressures across the membrane. When the final concenteation
of H in the product N is reduced to very low levels, the pressure
on tie opposite side of the membrane must be approximately a vacuum.
The H2 in the second stage then, is lost to space vacuum. Should
the loss of H be critical, or if it is undesirable to vent H2 to
space, it would be necessary to recompress the H2 or recover 3,t
electrochemically or by other means.
4. Since Pd/Ag catalyzes the reaction of H
2 
and oxygen (02), 0 must be
excluded from the system. Should 02 be allowed to enter the system
in the presence of H the highly exothermic reaction of H and 0
would crack the Pd/Ag tubes rendering the unit inoperable. 2
 The 2
system, therefore, must incorporate N 2 purge capabilities to insure
that 02 is removed from the diffusion unit prior to the introduction
y; !	 of H2.
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Organic Polymer Membrane (4)
The transmission of fluids through ofg polymeric membranes is known as selective	 t
solubility diffusion. The differential rate of permeation of each gas through
the polymer membrane is proportional to the partial pressure difference across
the membrane. The constant of proportionality is called the permeability
coefficient. The separation (or selectivity) factor is defined as the ratio
of the permeability coefficients of the gases involved. The separation factor
for H2 to N 2 through hollow polyester fibers at 322K (120F) is 42.3.
Diffusion Unit. Hollow polyester fibers can be arranged into a shell and
toe ius on unit resembling a shell amt tube heat exchanger. The polymer
diffusion unit is shown in Figure 19.
Operation. Figure 20 is the N /H separator subsystem schematic based on
t e polymer diffusion unit. Ai R the Pd /Ag method, thg separation is carried
out in two stages. The N /H feed mixture at 1.03 x 10 N/m (150 psia) and
322K (120F) flows through theinside of the hollow fibers. In the first stage,
80% of the H2
 permeates through the membrane, with a 2small amount of N (4-5$),
and is recovered on the shell side at 1 . 72 x 10 N/m (25 psia). In tRe sec-
ond stage the shell side is connected to space vacuum where the H and N
that diffuse through the membrane are lost to space vacuum. In older t02 obtain
the desired N product purity (99.9%), however, a further 10 - 15% loss of the
feed N2
 is ineurred in the second stage.
System Advantages.
1. The weight and volume of the polymer gas permeator are comparable to
the Pd/Ag diffusion unit.
2. The permea ur^ does not operate at elevated temperatures.
3. Since the polymer membrane does not catalyze the reaction of 0 and
H2,a N2 purge is not required to protect the diffusion unit.(a;
4. The reliability of the permeator unit is approximately the same as
that of the Pd/Ag diffusion unit.
S. The separation of gases with polymer membrane fibers is a relatively
new technique. Many new and better suited polymers are being developed
to improve currently available designs.
System Disadvantages.
1. The life of the permeator unit is decreased by trace quantities of
NH3 and N2H4.
a Normal safety procedures, however, require a N 2
 purge for all lines and
components containing H2.
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FIGURE 19 SINGLE STAGE POLYMER MEMBRANE DIFFUSION UNIT
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2. Permeator life decreases as temperature increases above 322K
(120P).
3. Approximately 4-5* and 10-15% of the feed N2 is lost in the first
and second stages, rgspectively. The feed gas, then, must contain
more than 7.88 x 10 - kg/s (15 lb /day) of N2 to account for the
losses.
4. The container which supports the polymer tubes and manifolds the
gases is not presently designed for lowest weight. A low -weight
container would have to be developed for spacecraft applications.
Cryogenic Separation
The separation of gaseous mixtures of N /H can be achieved by cooling the
mixture below the critical temperature 76f 1 so that most of the N condenses.
Hydrogen would remain in the vapor phase since H condenses at an even 	 lower
temperature. The process is completed by separating the liquid (N2 ) and vapor
(H2 ) phases.
Operation. Figure 21 is the schematic of the cryogenic separation process.
e g iy compressed feed gas mixture would initially be cooled in a regenera-
tive heat exchanger by evaporating the already separated N condensate and
heating the cold separated gaseous H . The compressed gases are further cooled
to the critical temperature of N , 116K ( - 233F) by an icentropic expansion
in a turbo-expander. Further reEction in system temperature required to con-
dense N is accomplished by an adiabatic expansion through a Joule-Thompson
valve. 2The meaj Joule-Thompson coeffa} cient for such an expansion was found
to be 2.13 x 10 Km IN (0.21 K/atm).
The pressure drop through a Joule^Thomgson valve to achieve the required sepa-
ration is approximately 3.04 x 10 N/m (300 atm). The pressure drop that
occurred in the turbo - e 
P 
andgr to bring the feed gas to 126K (-233F) was
approximately 1 0 x 10 N/m (100 atm). Hence the 2total pressure to which
the gas mixture must be compressed is 4.05 x 10 N/m (400 atm). 	 r,;
Sstem Advanta es. The system was found to have no advantages over other
metho s cor ered for N 2/H2 separation.
System Disadvantages.
1. System weight is high because of bulky equipment (compressor and
expansion engine).
2. Excessive system power is required to compress the gases for expansion.,'
a Extrapo ate rom andbook values, the error could possibly be as high as
20%.
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3. The compressor and expansion engine have a high noise level.
4. The cryogenic N 2/H2 gas mixture would present a materials problem.
Removal By Reaction
The H component of the N /H mixture can be removed by reaction with a
stoicgiometric amount of 9 io form H 0 and the reaction mixture is then
dried by passing the produh stream offer an alumina bed.
System Advantages.
1. The process is simple and can be easily regulated.
2. The power requirements to heat the mixture for reaction are low.
3. The process would integrate well as the final stage for another
process by using an excess of 02 to remove the last traces of H2'
System Disadvantages.
1. There is a high equivalent weight penalty for using 0 2 aboard
spacecraft.
2. Mixing the exar,t stoichiometric amounts of 0 and H would be
difficult. (lf the reaction took place in aA excess of 0 2 , the N2
product stream could only be used for air make-up).
3. The reaction of H2 and 0 is highly exothermic, thus there is a
high heat rejection penallty.
4. The H2 is lost for direct use from the N2 /H2 separator.
Selective Adsorption by a Solid(5)
Gaseous N /H2 mixtures can be separated using molecular sieves or certain
metal chei ates which adsorb N 2 or H2
 selectively from the mixture. The
11separation is accomplished using a cyclic adsorption process.
The processing technique, called heatless fractionation, uses two adsorption
beds operated in parallel alternation. In the first bed either H or N from
the pressurized gas stream is removed by the adsorbent bed. Wheg the ied
becomes saturated with the removed component, the flow is switched to the
f	 second adsorbent bed where the adsorption process continues. The first bed
is then depressurized releasing the adsorbed gas for collection. The process
continues with the two beds alternating in function.
Since the technique is relatively new (1963) a great deal of development
remains, including identifying new and better adsorption materials.
.;I
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Gas Centrifuge
When a vertical cylinder containing a gas mixture is rotated about its axis
at a high angular velocity, the gaseous mixture will tend to separate with
the high molecular weight component concentration near the wall of the cylin-
der and low molecular weight component concentration towards the axis of the
cylinder. The quality of the separation depends on the difference in the
molecular weights of the two constituents. Since H has a relatively low
molecular weight compared with N
2
, a high separatiog is possible. The separ-
ation of gas mixtures with a gas centrifuge has not been extensively used on
a laboratory scale since much better, results have been obtained using
traditional separation techniques.
H2 Removal as a Hydride (6)
Hydrogen can be removed by adsorption from a N /H mixture and stored in the
form of hydrides. Hydrides have the general f8rmila AB H in which A rep-
resents Lanthanide (La, also known as a rare earth), 0 isxnickel (Ni) or
cobalt (Co), and H is hydrogen. As the H gas mixture comes in contact with
the H binder (LaNi s), the H adsorbs fo;4ing a hydride. The amount of H
adsorbed Depends on system temperature and pressure. The H, however, call
be effectively adsorbed and ddsorbed at room temperature and pressures of
just a few atmospheres.
The removal of H as a hydride is similar to the selective adsorption
process previously discussed. The major advantages of the hydride formation
are the low pressure and temperature required for separation.
Parametric Pumping
Parametric pumping is a relatively new separation technique that takes
advantage of any specific property exhibited by one component of the mixture.
The parametric pump, as discussed here, was used in conjunction with the
H2
 removal as a hydride process discussed above.
Operation. The parametric pumping process is shown in Figure 22. The ad-
sorptTon unit consists of a long horizontal column with a gas reservoir at
each end. The column bottom is packed with the H binder (LaNi ). The col,
umn is filleo with the N /H mixture and pressurised such that Lihe H is
removed from the gas phase is a hydride. When equilibrium is reached, the
N2 -rich gas is forced out of the.column with more pressurized N /H feed
gas. Hydrogen-rich gas from the H2 gas reservoir then forces tie ^ -
depleted N /H mixture into the N reservoir. The column is depressurized
allowing tie A to desorb. When equilibrium is reached the H -rich gas is
forced out of he column with N2 	
into
feed Nitrogen-rich gas from the
reservoir then forces the N 22/H2 MRture 	 the empty H2 -rich gas reservoir.
The column is again pressurized and the process repeats itself.
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FIGURE 22 PARAMETRIC PUMPING PROCESS SCHEMATIC
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0System Advantages.
1. Parametric pumping can be used in conjunction with many separation
methods.
2. High N2 purity is attainable.
§zstem Disadvantages.
1. This technique requires excessive development time for spacecraft
application.
2. It may require bulky, high weight equipment (compressors, pumps,
etc.).
DESIGN RECOMMENDATIONS
Two cost -effective approaches to N /H separation were selected through a
comparison study for use in a N 2 Gineiator Subsystem. They are
1. the Pd/Ag diffusion unit, and
2. a combination first-stage organic polymer gas permeator and a
second- and third-stage electrochemical N2/H2 separator as
shown in Figure 23.
A comparison of the Pd /Ag and polymer -electrochemical N2/H separator is
detailed in Table 7. A N /H separator system based on a id/Ag diffusion
unit is mimated to have 2aTotal spared system equivalent weight of 317 kg
(698 lb)	 . The polymer -electrochemical system is estimated to have a total
spared system equivalent weight of 257 kg (566 lb).
Comparison of Pd/Ag and Polymer - Electrochemical Approaches
Differences , in system equivalent weights for the Pd/Ag and the polymer-
electrochemical separator are due to the following dissimilarities in the
two systems.	 i,
1. The polymer -electrochemical system operates at ambient temperatures,
322K ( 120F) or less, hence all heat removal takes place in one heat
exchanger. The net savings are the two heat exchangers on the N2
and H2 product streams required by the Pd/Ag system.
i 2. The electrochemical third stage operates at constant voltage with
the current reflecting the amount ofH^ removed. Since the third
stage acts as a H 2 sensor, a separate 2 sensor in the N2 product
stream is not required.
	 [
3. The Pd/Ag separator vents H2 to vacuum and requires an additional N2
sensor.
F
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TABLE 7 COMPARISON OF THE Pd/Ag AND THE POLYMER-
ELECTROCHEMICAL N 2/H2 SEPARATOR
fi
1
Separator Weight, kg (lb)
i
Power Required, W
i	 Power Penalty (a) , kg (lb)
Heat Rejection, W
Heat Rejection Penalty, kg (lb)
Accessory Weight, kg (lb)
Accessory Power, W
Accessory Power Penalty (a) , kg (lb)
Accessory Heat Rejection, W
Accessory Heat Rejection Penalty(e),
kg (lb)
Packaging, kg (lb) at 50% of the
basic system weight
Insulation, kg (lb) at 10% of the
basic system weight
Spares Weight, kg (lb)
Spares Packaging, kg (lb) at 30%
Total Equivalent Weight, kg (lb)
Polymer-
Pd/Ag Electrochemical
3.8	 (8.3) 8.0	 (17.6)
0 17
0 4.6	 (10.1)
25 17
5.0	 (11.0) (b) 1.4	 (3.1) (c)
41.2	 (90.8) 30.3	 (66.8)
269 269
72	 (159) 72	 (159)
316 ' 150
	
26.5 (58.4)	 12.6 (27.8) .
	
74.3 (163.7)	 64.5 (142.1)
14.9 (32.8) 0
61.3 (135.0) 48.9	 (107.7)
18.4 (40.5) 14.7	 (32.4)
317 (698) 257 (566)
J.
(b)
Continuous
 at 208198/kg/w9 (0.128
lb/kw).
lb/Btu/hr).
(c) Heat rejected to liquid coolant at 0.084 kg/w (0.054 lb/Btu/hr).
fin(,
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4. Since the Pd/Ag separator system operates at elevated temperatures,
components and gas lines require insulation.
5. The electrochemical stages require humidification and power to
perform the separation.
Selection of the Optimum Approach
Selecting an optimum approach to N /H separation requires a closer evaluation
	
1
of the polymer-electrochemical N2 /A separator.
Based on preliminary estimates, the polymer-electrochemical N 
	
separator
has the lowest total spared system equivalent weight for a sp 2/H2ceraft N Gen-
erator Subsystem. The integration of the polymer and electrochemical stages
has not been demonstrated although no interfacing problems are envisioned.
The logical step then is to design, fabricate, assemble and test a N /H
separator system having a polymer gas permeator first stage and electrochemical
second and third stages.
Further evaluation of the Pd/Ag system is not required since no advances in
Pd/Ag technology are foreseeable.
CONCLUSIONS
The following conclusions are a direct result of this study.
1. A three-stage electrochemical N 2 /H2 separator is not applicable to
spacecraft N
2 
generation requirements because of the high power
requirements of the first stage.
2. The power requirements of the second and third stages are
applicable when combined with a passive first stage.
3. The moisture tolerance of the electrochemical cells is ±1K (±2F).
4. The use of internal humidifiers would increase the moisture tolerance
and eliminate the need for an external N
2
 /H2 humidifier.
5. A full-sized second- and third-stage electrochemical N /H 2 sepa-
rator has been tested. No further scale-up is require a.
6. A self-contained N2 /H2 separator for use in a nominal 7.88 x 10-5
kg/s (15 lb/day) N 2 generator should be designed and tested using
a polymer gas permeator as the first stage and an electrochemical
separator as the second and third stages. 	 f
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